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More information about our products:

Specifications
Mains Connector   Schuko
Conductor type   OFC, stranded
Screening   Braided tinned copper + aluminium foil
Rated voltage    220-250V~ @ 50/60 Hz
    

Type    8  S L  HC
Output connector   C7 C13 C13  C19

Outer Diameter   8mm 8mm 10,4mm  10,4mm
Conductors [mm2]   2x 1,0 3x 0,75 3x 2,5 3x 2,5
Maximum current   2,5A 5A 10A 16A 

Warranty
Essential Audio Tools products have a warranty period of two years from date of purchase. 
This warranty covers manufacturing defects and failures within products specifications.

When warranty is claimed the original bill with the buyer’s name and date of purchase 
should be presented.

Warranty will void if: 
�‡���������7�K�H���G�H�Y�L�F�H���K�D�V���Q�R�W���E�H�H�Q���X�V�H�G���L�Q���F�R�Q�I�R�U�P�D�Q�F�H���Z�L�W�K���W�K�H���X�V�H�U���P�D�Q�X�D�O����
�‡���������7�K�H���G�H�Y�L�F�H���K�D�V���E�H�H�Q���X�V�H�G���L�Q���D�Q���L�Q�G�X�V�W�U�L�D�O���H�Q�Y�L�U�R�Q�P�H�Q�W��
�‡���������7�K�H���E�L�O�O���K�D�V���E�H�H�Q���D�O�W�H�U�H�G���R�U���P�D�G�H���L�O�O�H�J�L�E�O�H����
�‡���������0�R�G�L�I�L�F�D�W�L�R�Q�V���R�U���U�H�S�D�L�U�V���K�D�Y�H���E�H�H�Q���S�H�U�I�R�U�P�H�G���E�\���Q�R�Q���D�X�W�K�R�U�L�]�H�G���S�H�U�V�R�Q�V����
�‡���������0�D�O�I�X�Q�F�W�L�R�Q���L�V���F�D�X�V�H�G���E�\���G�H�Y�L�F�H���H�[�W�H�U�Q�D�O���F�R�Q�G�L�W�L�R�Q�V�����V�X�F�K���D�V������
      overloading, atmospheric discharges and fire or water damages etc.

Warranty is limited to damages regarding the cable itself: 
all eventual consequential damages are not covered by warranty.
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Phase indication CC8 Phase indication CCS / CCL / CCHC
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